Switch Inspection Report / Semi-Annual Page 1 of 3
(Mainline> 1 2 Yard Wo# 13545
.te: C?/I (// Lory Inspection Crew .y 4 LCinfas A GALE
1 Location 22 Standard Joints
2Switch.D.#  -17¢ @Y R N/A
3 Facing A Trailing 23 Switch Plates
(Q YRNA
Rail Points 24 Adjustable Braces
4 Point to Point 37 %, Y R NA
5 Point Condition 25 Non-Adjustable Braces
®YR SYR
6 Point Throw Nothing less than 4" or greater than 5"
_ Min 3 1/2 " on house top point protector Switch Rods
N Ay  R_4'Yy 26 Front Rod
7 Point Opening iy (9 YRNA
N_ SV R__ 8% 27 #1 Rod (Basket Rod)
8 Fit (®Y R NA
®GYR 28 #2 Rod
9 General Condition of the Points ©Y R NA
YR 29 #3 Rod
Gage Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main___ St S Y RN,
'Turnout__S3.ve 31 Closure Rail
11 Gage ahead of Bend___$L % Y R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
Y R N/A

12 Heel Spread in Inches
a) Turnout gg’s:
a) Main £ Y
Stock Rail
13 Bend
SYR
14 Condition

S YR

Bolts
15 Loose °  NA
16 Missing___ o N/A

Rivets (Huck Bolts)

17 Loose N N/A

18 Missing < N/A

19 Cotter Pins missing L N/A

Jam Nuts Loose o NA
21 Washers QE Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord

S$= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

} Y R

34 Switch Adjustments

36 Switch Target / Lamps

OK Missing

37 Latches
Broken___ Missing
38 Locks
) Broken___Missing
39 General Condition B
@ YR

40 Insulated Joints
G R



~a

Frog Inspection Report / Semi-Annual

Page 2 of 3

WO # b 356K

1 2 VYard

.ce: 2 !“Q ’ZQI‘_{ Inspection Crew: MA,LL;QH:;J! YV GALE ‘ M'TE.TT'HISCE&

1 Location
2 Switch I.D. # 13O
3Facing X Trailing
44 Frog Tread N YR
R YR
45 Frog# _ %
46 Frog Point Condition
®YR
47 Condition of Frog
(8 YR
48 Surface of Frog
é Y R

49 Throat in Inches Y
50 Flangeway Depth [ ‘%
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track 5t

7~ Turnout Track__SZ &
<age must not be less than 56" for any Class

Guard Rails
53 Guard Rail Gage N_5¢% %a R S %4,
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__S2% R S,
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR

Guard Rail Clamps
56 Main Track

YR N/A
57 Turnout Track
@ Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service

Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to _

is2andgetsayY
Remarks on page 3

Turnout Ties
58 Condition
YR
59 Rail Movement
"9 YR
Tie Plates
60 Lead
YR
61Gurad Rail Flangeway
S YR N_i% R_{"3n
Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR

63-krog Plates

%;) YR
Bolts
64 Loose (%) N/A
65 Missing e N/A
Rivets (Huck)
66 Loose o N/A
67 Missing o N/A
68 Nuts Missing 9] N/A

69 Cotter Pins Missing 2 N/A
70 Washers@ Broken Missing

71 Hold Down Devices
®Y R NA
72 Spring Housing
S Y RN
73 Derails™

SYR@

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

" beyond last long tie
@) Difference

75 Condition of Line thru entire turnout

QYR B




Remarks Page 3 of 3

switth O Date q',((o!zmtlﬁ WO # I(‘,ESB-:PS/

[ Roticn Tinpes (IL'\

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

Page 1 of 3

@\ 1 2 Yard WO# (35031
. te: ‘7/’0/7;01 ¢ Inspection Crew M accim . N G, W Bitynur, T Sciisicy
— 4 L] , L
1 Location 22 Standard Joints
2 Switch |.D. # 117 (DY R NA
3 Facing Trailing X 23 Switch Plates
S Y R NA
Rail Points 24 Adjustable Braces
4 Pointto Point S % S)Y R N/A

5 Point Condition
SYR
6 Point Throw Nothing less than 4" or greater than 5"
A Min 3 1/2 " on house top point protector
N GF Vg R A%
7 Point Opening
N _ 4% R 4.
8 Fit
QYR
9 General Condition of the Points
®YR
Gage
10 Heel of Switch
a) Main__ Sk
~ Turnout VA
11 Gage ahead of Bend__ X ¥«
Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Turnout g‘/‘f
a) Main G Y

Stock Rail

13 Bend

®GYR

14 Condition

QYR

Bolts

15 Loose D NA

16 Missing___ 9 N/A

Rivets (Huck Bolts)
17 Loose Q N/A

18 Missing Q3 NA
19 Cotter Pins missing__¢ N/A

Jam Nuts Loose S NA
21 Washers Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

25 Non-Adjustable Braces
SYR @

Switch Rods
26 Front Rod
S Y R NA
27 #1 Rod (Basket Rod)
@ Y R N/A
28 #2 Rod
S)Y R N/A
29 #3 Rod
Y R N/A
30 #4 Rod
Y R N/A
31 Closure Rail
Y R N/A
32 Surface of Switch
@ Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service

33 Head Block ties
YR
34 Switch Adjustments
Yes
35 Lubrication
OK
36 Switch Target / Lamps
OK Missing @
37 Latches
Broken___ Missing
38 Locks
Broken____Missing
39 General Condition
@)Y R

40 Insulated Joints
O



Frog Inspection Report / Semi-Annual

Mainline 3 1 2 Yard

Page 2 of 3

wo# /L3563

—........-—/

- ate: q /{é_/ Zcﬂ-! Inspection Crew: HALCL#J:}J; ,'L) CALE . W Qﬁvﬂm_‘ i SCHISLER.

1 Location
2 Switch |.D. # M
3 Facing Trailing %

44 Frog Tread N g Y R

R (YR
45Frog#_ &
46 Frog Point Condition
Y R
47 CTondition of Frog
©Y R
48 Surface of Frog

YR

49 Throatin Inches___3/%
50 Flangeway Depth pA
Flangeway Depth must not be less than 1 1/2"

Gage -
51 Main Track SU Y%,

Turnout Track___SE /¢
Gage must not be less than 56" for any Class

Guard Rails
53 Guard Rail Gage N $% % R 59%%
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N_ 52"/ RS2
Back to Back must be less than 53 1/8"
54 Condition
®YR
55 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
56 Main Track
©Y R N/A
57 Turnout Track
Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

ss2andgetsaY
Remarks on page 3

Turnout Ties
58 Condition
Y R
59 Rail Movement
YR
Tie Plates
60 Lead
©YR
61Gurad Rail Flangeway
YR N_I% R 2
Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR
63 Frog Plates

YR
Bolts
64 Loose @) N/A
65 Missing o N/A
Rivets (Huck)
66 Loose o N/A
67 Missing o N/A
68 Nuts Missing [S) N/A

69 Cotter Pins Missing o N/A
70 Washers OK Broken Missing

71 Hold Down Devices
Y R NA

72 Spring Housing
SY RN

73 Derails

SYREA

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

OK Difference

75 Condition of Line thru entire turnout
SYR



Remarks Page 3 of 3

Switch ?(&ﬁ' Date 9!110120\'-‘ wo# 163563

{__Romen Tmaie (/4)
OM Cusp ouvr ) TEEAD

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed
R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

(Mainline® 1 2 Yad

WO# _|b395¢]|

Page 1 of 3

e 9 / i o! 201¢
1 Location
2 Switch 1.D. # gg«;

3 Facing Tra‘iling »

Rail Points
4 Point to Point 57 /2
5 Point Condition
QYR
6 Point Throw Nothing less than 4" or greater than 5"
Min31/2" o/n house top point protector

AV, o
N 4 Y5 R o il

7 Point Opening
N__4 'Sk
8 Fit
SYR
9 General Condition of the Points
®)Y R
Gage
10 Heel of Switch
a) Main__SL-".
* Turnout__ 2. Y
Sage ahead of Bend__S¢ %
Must not be less than 56" or more than 57" for "S"

R 4%

12 Heel Spread in Inches
a) Turnout___& Vi
a) Main Ra

Stock Rail
13 Bend
YR
14 Condition
B YR

Bolts
15 Loose  ® N/A
16 Missing__< N/A

Rivets (Huck Bolts)

17 Loose ¢ NA
18 Missing 2 NA
19 Cotter Pins missing___» N/A
27 Tam Nuts Loose o NA
2 .Vashers OK/) Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Inspection Crew M ac.uin, A Gibe, 4 Bi YART, ZScHiSiee

22 Standard Joints
@Y R NA
23 Switch Plates
Y R NA
24 Adjustable Braces
Y R NA

25 Non-Adjustable Braces

SYREA

Switch Rods
26 rront Rod
SY R NA
27 #1 Rod (Basket Rod)
®Y R NA
28 #2 Rod
©Y R NA
29 #3 Rod
@Y R NA
30 #4 Rod
€YRNA
31 Closure Rail
Y R N/A
32 Surface of Switch
S YR N/A
Using a 62' cord

S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service

33 Head Block ties
S(Y/R
34 Switch Adjustments

Yes @

35 Lubricafion

36 Switch Target / Lamps
OK Missing LY

37 Latches

Broken__ Missing

38 Locks

Broken  Missing

39 General Condition

(YR

40 Insulated Joints
@) R



Frog Inspection Report / Semi-Annual

(Mainline Y 1 2 Yard

Page 2 of 3

wo# _ 13550

le: - | I fb‘ 20 14 Inspection Crew: UALCH-T) | PMOALE. | WBPYAUT, T ScHIESLER.
B + " ] t

1 Location

2 Switch L.D. # <3}

3 Facing Trailing

44 Frog Tread N SYR

R SYR

45 Frog# __i©

46 Frog Point Condition
9YR

47 Condition of Frog

YR

49 Throat in Inches___ 3%
50 Flangeway Depth___/ 7
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track Sl ¥/ ¢

52 Turnout Track_SL- %
Yage must not be less than 56" for any Class

Guard Rails .
53 Guard RailGage N_S%%. R_3S%%
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N_52'%,. R_Sz'%.
Back to Back must be less than 53 1/8"
54 Condition
®YR
55 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
56 Main Track
R N/A
57 Turnout Track
€&y RrR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4™ downgrade to

- Clss2andgetsaY -

Remarks on page 3

_S/YR

Turnout Ties

58 Condition
>Y R

59 Rail Movement
SYR

Tie Plates

60 Lead

®YR
61Gurad Rail FIangeway
@YR N_1%y R 154,
"~ Guard Raii Fiangeway can not be iess i i/2*
62 (guard Rail Plates

Ggrog Plates

Bolts
64 Loose o N/A
65 Missing N/A

Rivets (Huck)
66 Loose 0 N/A

67 Missing [#) N/A
68 Nuts Missing ) N/A
69 Cotter Pins Missing ) N/A
70 Washers @ Broken Missing

o

71 Hold Down Devices
@Y R NA
72 Spring Housing
SYR
73 Derails
S YR (@A)

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

ef K) Difference

75 Condition of Line thru entire turnout




[ A

Remarks Page 3 of 3
Switch 523 Date “?I[blzml{ wo# (35S 6]
¥ T
sm PT 1
W Cv Stock Rew., b GV TOp uioes (Grecucn)
IQ.H \4 ) 5 DYEA Gl

ReTTEA  HACHINE TiCg — 2 = (i2’)

©appen e’ CV PT— Bw

Hren Free T

START/N & To Sc.Ale ok _Fkce €7

All rules comply with the MTA Field Guide for Track Inspections updated April 2006

All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

Page 1 of 3

12 Heel Spread in Ilnches
a) Tumnout__ &%
a)Main___ (Y2

Stock Rail

13 Bend
©YR

14 Condition
©YR

Bolts

15 Loose Q N/A

16 Missing__ Q9 N/A

Rivets {Huck Bolts)

17 Loose S N/A

18 Missing Q NA

19 Cotter Pins missing N/A -
Jam Nuts Loose_ o NA :

21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

¢ _Mainline> 1 2 Yard wo# 1635559
——
—dte: ‘-?Iu“, /w,@ Inspection Crew M Arcuw, Mm‘ Jap T it
1 Location ]%Ep‘rg 22 $tandard Joints
2 Switch 1.D. # pora]| /Y R N/A
3 Facing Y Trailing 23 Switch Plates
€)Y R N/A
Rail Points 24 Adjustable Braces
4 Point to Point 57/ 3 &Y R N/A
5 Point Condition 25 Non-Adjustable Braces
YR SYR @
6 Point Throw Nothing less than 4" or greater than 5" '
. Min 3 1/2 " on house top point protector  Switch Rode
N 4% R 4% 26 Front Rod
7 Point Opening _ ®YRNA
N_ 4" R 4y 27 #1 Rod (Basket Rod)
8 Fit ®Y R NA
&YR 28 #2 Rod
9 General Condition of the Points A Y R NA
SIYR 29 #3 Rod
ge @ Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main__ Sk Y ®©Y R NA
) Turnout_S{- ¥ 31 Closure Rail
11 Gage ahead of Bend__ 5(.,7 Y R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
G Y R NA

Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4” 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
S\WY)R
34 Switch Adjustments
Yes
35 Lubrication
OK
36 Switch Target / Lamps
OK Missing
tches
Broken
cks
Broken___ Missing
39 General Condition
@ YR
40 Insulated Joints
(YR

37
Missing

38




Frog Inspection Report / Semi-Annual

Page 2 of 3

Wo# /¢ 3554¢

( Mainline ) 1 2 Yard

e (// /b / 20l4 _ Inspection Crew: /i ¢ yirp) ; p’MME: WS:Q?'M T SENSCER

1 Location ’ﬁ- qpl"@

2 Switch 1.D. # o
3 Facing _ y Trailing
44 Frog Tread N @ Y R
R @ Y R
45Frog#_{(3
46 Frog Point Condition
©YR
47 Condition of Frog
B YR
48 Surface of Frog

@YR

49 Throat in Inches 2. %
50 Flangeway Depth /50
Flangeway Depth must not be less than 1 1/2"

Gage ‘
51 Main Track_ 3% %

£~ Turnout Track_ 5S¢ Y.
sage must not be less than 56" for any Class

Guard Rails B
53 Guard Rail Gage N_S+ V& R _54'%¢
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N_22%uw R _S52'%
Back to Back must be less than 53 1/8"
54 Condition
G YR
55 Location of Guard Rail (Relation to Point)
@YR
Guard Rail Clamps
56 Main Track
YR N/A
57 Turnout Track
Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

( s2andgetsayY
Remarks on page 3

Turnout Ties

58 Condition
YR
59 Rail Movement
@Y R
Tie Plates
60 Lead
YR
61Gurad Rail Flangeway N
Y R N_/ % R}V
" Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates
(®YR
63 Frog Plates
(YR

Bolts

64 Loose ) N/A
65 Missing ] N/A
Rivets (Huck)

66 Loose 0 N/A
67 Missing Q N/A
68 Nuts Missing Q N/A

69 Cotter Pins Missing 0 N/A
70 Washers @ Broken Missing

71 Hold Down Devices
§YRNA

72 Spring Housing
S YR(A

73 Derails ™
SY R@

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

Difference

75 Condition of Line thru entire turnout

AL ;



Remarks Page 3 of 3

Switch T €+ Date ‘7//(0[2014 wor 1635559

I Rorreo Macwwe 1c (12')
¢ Korreh Tizegse  ((10°)
Ki P Berwepw 3 {4 Rops StheTine To Seaw

| RoTTeD Trenere (12)

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report/ Semi-Annual

Yard AlopTu Ave

Mginline 1 2

WO # /5@7‘353

|

Date:

9ia/is

1 Location
2 Switch I.D. # ()

3 Facing X 'Trailing

Rail Points

4 Point to Point

5 Point Condition
QY R

6 Point Throw Nothing less than 4" or greater than 5"

Min 3 1/2 " on house top point protector
R_4%

Si Y«

N__4Y4
7 Point Opening
NS RS
8 Fit
SrYR
9 General Condition of the Points
¥Y R
Gage
10 Heel of Switch
)Main___ St 72
a) Turnout___SL*4
11 Gage ahead of Bend__ St /%
Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Turnout__ (Y4
a) Main Q%
Stock Rail
13 Bend
©Y R
14 Condition
SYR
Bolts
15 Loose 9 N/A

16 Missing___ O N/A

Rivets (Huck Bolts)
17 Loose 0 N/A

18 Missing___ @ N/A
) Cotter Pins missing__9 N/A

20 Jam Nuts Lagse o N/A
21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Page 1 of 3

N

Inspection Crew:z -_5@'“5[52 (u/ fEE%(QMT‘H Atciin N GALE

22 Standard Joints
(®Y R NA
23 Switch Plates
Y R N/A
24 Adjustable Braces
® Y R NA
25 Non-Adjustable Braces
sYREA

Switch Rods
26 Front Rod
® Y R NA
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
@Y R NA
29 #3 Rod
SYR
30 #4 Rod
SYR
31 Closure Rail
®©Y R NA
32 Surface of Switch
®Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes

35 Lubrication
(0K Dry

36 Switch Target / Lamps
OK Missing

37 Latches
Broken___ Missing
38 Locks
@ Broken___ Missing
39 General Condition
YR

40 Ihsulated Joints

@YR



Frog Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

WO #

Date: Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44FrogTread N (@Y R
R @ YR
45 Frog# __
46 Frog Point Condition
QYR
47 Condition of Frog
®YRr
48 Surface of Frog

@YR

49 Throat in Inches 3N
50 Flangeway Depth P
Flangeway Depth must not be less than 1 1/2"

Gage _
~1 Main Track Sy
_ Turnout Track__ =& ¢
Gage must not be less than 56" for any Class

Guard Rails
53 Guard Rail Gage N__S9*& R _Su¥
Guard Rail Gage must be |less than 54 3/8"
54 BacktoBack N__SZ7% R_Sz%g
Back to Back must be less than 53 1/8"
54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
®YR
Guard Rail Clamps
56 Main Track
Y R N/A

57 Turnout Track
Y R N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

ore than 57" to 57 1/4" downgrade to

class 2andgetsaY

Remarks on page 3

Turnout Ties
58 Condition
®©YR
59 Rail Movement
©Y R
Tie Plates
60 Lead
YR
61ﬁurad Rail Flang'gway o
@YR N_[7¢ R _ (78
Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates
EYR

63 Frog Plates
Y R

Bolts
64 Loose o) N/A
65 Missing o N/A
Rivets (Huck)
66 Loose o N/A
67 Missing o N/A
68 Nuts Missing o) N/A
69 Cotter Pins Missing o) N/A
70 Washer Broken Missing__
71 Hold Down Devices

(®Y R NA

72 Spring Housing

SYREA
73 Derails

S YR
74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50' beyond last long tie
@ Difference

75 Condition of Line thru entire turnout
q [ Y R



Remarks Page 3 of 3

Switch Date: WO #

WEARR  STAKTING ©&) RiSen

2 — 1’ Tiypgeps Ro1TEN

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

Yard A{ BTH Ay_/c

Mainline 1 2

pate:

? ﬁ%l (4

1 Location
2 Switch |.D. #
3 Facing X Trailing

Rail Points

4 Point to Point

5 Point Condition
YR

8 Point Throw Nothing less than 4" or greater than 5"

Min 3 1/2 " on house top point protector

SO

-

N > R >
7 Point Opening
N Y% R S'/‘/
8 Fit
R

9 §$eral Condition of the Points
R

Gage
10 Heel of Switch

~) Main S,

4) Turnout___ Sb¥y¢
11 Gage ahead of Bend__36&%

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Tumout__(¥¢
a) Main 234
Stock Rail
13 Bend
®Y R
14_Condition
R
Bolts
15 Loose___ © N/A
16 Missing_ ©__ N/A

Rivets (Huck Bolts)

17 Loose___ © N/A
18 Missing__ o N/A

“Q Cotter Pins missing__© N/A
JJamNutsLagse __©___ N/A
21 Washers Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
S YR NA

23 Switch Plates
SYRNA

24 Adjustable Braces
S YR NA

25 Non-Adjustable Braces
S YR NA

Switch Rods
26 Front Rod
&Y R NA
27 #1 Rod (Basket Rod)
©Y R NA
28 #2 Rod
@ Y R NA
29 #3 Rod
SYRHW.
30 #4 Rod

S Y R @R

31 Closure Rail

SY R NA

32 Surface of Switch
&Y R NA

Using a 62" cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

R

34 Switch Adjustments

Yes @
35 Lubrication

i
36 Switch Target / Lamps

OK Missing_____ {
37 Latches

Broken

38 Locks

@ Broken _ Missing
39 General Condition
YR

40 Insulated Joints
@R

Missing

Page 1 of 3

Wo# /560022 [

Inspection Crew: \ EHIS! EP ]“ BE.‘FB!TI M _ALCHIN M”{j,‘,u



Frog Inspection Report / Semi-Annual

Page 2 of 3

WO #

Mainline 1 2 Yard

Date: Inspection Crew:
1 Location

2 Switch I.D. #

3 Facing Trailing

44FrogTread N (B YR
R ®YR

45Frog#__ L

46 Frog Point Condition

®YR
47 Condition of Frog
SY R
48 Surface of Frog
®YR

49 Throat in Inches 3/4
50 Flangeway Depth 1
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track Sl

Turnout Track___o¥¢
Gage must not be less than 56" for any Class

Guard Rails - i
53 Guard Rail Gage N__S¢%, R _S4",

Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__ 352V R_3Z2%
Back to Back must be less than §3 1/8"

54 Condition
®YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
®YR N/A
57 Turnout Track
&Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

““ore than 57" to 57 1/4" downgrade to

.,/ass 2andgetsayY
Remarks on page 3

Turnout Ties
58 Condition

®YR
59 Rail Movement

®YR
Tie Plates
60 Lead

Y R
61Gurad Rail Flangeway

SYR N/78 pl'%

Guard Ralil Flangeway can not be less 1 1/2"
62 Guard Rail Plates

GYR

63 Frog Plates
Y R

Bolts
64 Loose () N/A
65 Missing () N/A
Rivets (Huck)
66 Loose o N/A
67 Missing [®) N/A
68 Nuts Missing n N/A

69 Cotter Pins Missing o N/A
70 Washers @Broken Missing

71 Hold Down Devices
@)Y R NA
72 Spring Housing
SYR
73 Derails
s Y RQA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

Difference

75 Condition of Line thru entire turnout

S YR



Remarks Page 3 of 3

Switch Date: WO #

RBrren EFroe Bouur

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed
R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

Page 1 of 3

Mainline 1 2 Yard  _abery Ave wo# [SGoo4l, ¢
Date: 9}@/ i4 Inspection Crew: | =cij<iizp W) PRyaNT MBLcpnl N &hur
1 Location NA ©“app 22 Standard Joints
2 Switch I.D. # s3 ®Y R NA
3 Facing Trailing X 23 Switch Plates
&)Y R NA
Rail Points 24 Adjustable Braces
4 Point to Point St Y R N/A
5 Point Condition 25 Non-Adjustable Braces
Y R , SY R@
6 Point Throw Nothing less than 4" or greater than 5"
= Min 3 1/2 " on house top point protector Switch Rods
N__g 7 R___4% 26 Front Rod
7 Point Og_a’ning / Y R N/A
N ‘g R__S% 27 #1 Rod (Basket Rod)
8Fit Y R N/A
OYR 28 #2 Rod
E@eneral Condition of the Points 8 YRNA
YR 29 #3 Rod
Gaqe S YR
10 Heel of Switch 30 #4 Rod
\Main__ S50/ SYR
) Turnout__(, ¥z, 31 Closure Rail
11 Gage ahead of Bend___ St ¥ SYRNA
Must not be less than 56" or more than 57" for "S" 3?(2)urface of Switch
Y R N/A

12 Heel Spread in Inches

a) Turmnout Qﬁ-
a) Main b'f%

Stock Ralil
13 Bend
YR
14 Condition
®Y R

Bolts
15Loose___ 0 N/A
16 Missing__ o N/A

Rivets (Huck Bolts)

17 Loose o NA
18 Missing___ @ N/A
"7 Cotter Pins missing__ g N/A

—~ Jam Nuts Loose o NA
21 Washersé Broken_____Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord

S= Up to 1" Max allowed Speed

Y=1"to1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

YR

34 Switch Adjustments

Yes
35 Lubrication

(OE) Dry
36 Switch Target / Lamps

OK Missing < N!_B
37 Latches

Broken
38 Locks

Broken Missing
39 General Condition

R
ulated Joints
Y R

Missing

40|



Frog Inspection Report / Semi-Annual

Page 2 of 3

WO #

Mainline 1 2 Yard

Date: Inspection Crew:
1 Location

2 Switch I1.D. #

3Facing _Xx Trailing
44 Frog Tread N ®YRrR

@Y R
45 Frog #

46 Frog Point Condition
Y R

47 €ondition of Frog
PAYR

48\§urface of Frog

@YR

49 Throatin Inches___ 3 /4
50 Flangeway Depth 1 78
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track Se?
Turnout Track__ St g
Gage must not be less than 56" for any Class

Guard Rails
53 Guard Rail Gage N_S+¥% R S% '
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__Sz%e R_ S25/8
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
56 Main Track
®YR N/A
57 Turnout Track
®Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

**are than 57" to 57 1/4" downgrade to

- .)ass 2andgetsaY

Remarks on page 3

Turnout Ties
58 Condition
R
59 Rail Movement
YR
Tie Plates
60 Lead

@Y R
61Gurad Rail Flangeway
@®YR N_1"s8 R 1T
Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates

R

63 Frog Plates

YR
Bolts
64 Loose Q N/A
65 Missing [9) N/A
Rivets (Huck)
66 Loose o N/A
67 Missing 1) N/A
68 Nuts Missing 3 N/A

69 Cotter Pins Missing D N/A
70 Washers. wroken Missing

71 Hold Down Devices
©Y R NA

72 Spring Housing
SYR

73 Derails

SYR@

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

@ Difference

75 @ndition of Line thru entire turnout
YR



Remarks Page 3 of 3

Switch Date: WO #

No nleq Derecrs Wozen

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

Yard _ploen Ave

Mainline 1 2

1 Location
2 Switch I.D. # 47
3 Facing X Trailing

Rail Points

4 Point to Point

5 Point Condition

®Y R

6 Point Throw Nothing less than 4" or greater than 5"

Min 3 1/2 " on house top point protector

N__4%a R__4¥

7 Point Opening
N__ St R__Sh,

8 Fit

®YR
9 General Condition of the Points

®¥ R
Gage
10 Heel of Switch
\ Main YA
a) Tumout__ 6 %%

11 Gage ahead of Bend___ S6G%.
Must not be less than 56" or more than 57" for "S"

S1 'y

12 Heel Spread in Inches
a) Turnout ¢

a) Main e'ly

Stock Rail
13 Bend

®YR

14 Condition
©Y R

Bolts

15loose__ 0 N/A
16 Missing_ o N/A

Rivets (Huck Bolts)

17 Loose__ © N/A
18 Missing__ ©  N/A

"1 Cotter Pins missing_1D N/A
~J Jam Nuts Loose____© N/A
21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
S R N/A

23 Switch Plates

R N/A

24 Adjustable Braces
&Y R NA

25 Non-Adjustable Braces
SYR

Switch Rods
26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
®Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
SYREA
30 #4 Rod
SYR
31 Closure Rail
Y R N/A
32 Surface of Switch
@Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
@ Y R
34 Switch Adjustments
Yes

35 Lubrication
©K) Dry
36 Switch Target / Lamps

OK Missing
37 Latches

OK Broken__Missing___
38 Locks

Broken___Missing___
39 General Condition
YR

40 Insulated Joints

®Y R

Page 1 of 3

WO# /56002 c

Date: —’ﬂlﬂm‘él—- Inspection Crew: |_sci\Swee 1) BRYANT M AWCA 6l Gack



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
Date: Inspection Crew:
1 Location Turnout Ties
2 Switch |.D. # 58 Condition
3 Facing Trailing QYR
44FrogTread N (YR 59 Rail Movement
R (OYR O YR
45Frog#_ (G Tie Plates
46 Frog Point Condition 60 Lead
Y R ©YR
47 Condition of Frog 61Gurad Rail Flangeway 12,
©Y R (YR N_{Ye R_1 "¢
48 Surface of Frog Guard Ralil Flangeway can not be less 1 1/2"
@ YR 62 Guard Rail Plates

49 Throat in Inches___3 /¢
50 Flangeway Depth z
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track Sth
Turnout Track___Sb¥y
Gage must not be less than 56" for any Class

Guard Rails ,

53 Guard Rail Gage N__ S42 R _su e,
Guard Rail Gage must be less than 54 3/8"

54 BacktoBack N__S2¥1p R__S2™%
Back to Back must be less than 53 1/8"

54 Condition
YR

55 Location of Guard Rail (Relation to Point)
YR

Guard Rail Clamps

56 Main Track
YR N/A

57 Tumout Track

@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

““vre than 57" to 57 1/4" downgrade to

....Zass 2andgetsayY

Remarks on page 3

®YR

63 Frog Plates
@ Y R

Bolts

64 Loose ) N/A
65 Missing o) N/A
Rivets (Huck)

66 Loose a N/A
67 Missing ) N/A
68 Nuts Missing [9) N/A

69 Cotter Pins Missing o N/A
70 Washer@ Broken Missing

71 Hold Down Devices

él Y R N/A

72 Spring Housing
SYR

73 Derails

SYR
74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50' beyond last long tie
Difference

75 Condition of Line thru entire turnout

@YR



Remarks Page 3 of 3

Switch Date: WO #

No_ alsus Derecrs RKoten

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline 1 2 Yard ANogru Ave WOo# /SLonze c
Date: %&9/:4. Inspection Crew: [ SHISER [ | J Eg:@m- M AcHIN A Gang
1 Location 22 Standard Joints
2 Switch 1.D. # 49 (Y R NA
3 Facing X Trailing 23 Switch Plates
Y R N/A
Rail Points 24 Adjustable Braces
4 Point to Point - Si% ©®YRNA
5 Point Condition 25 Non-Adjustable Braces
Y R SY R@
6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector Switch Rods
N = R__S 26 Front Rod
7 Point Opening @Y R NA
N_ S R__S% 27 #1 Rod (Basket Rod)
8 Fit @ YR NA
YR 28 #2 Rod
9 General Condition of the Points (DY R NA
YR 29 #3 Rod
Gage S Y RN/
10 Heel of Switch 30 #4 Rod
\ Main SLS% SYR g
«) Turnout__S(, Ve i

11 Gage ahead of Bend__ 56 “

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Turnout__ /¢
a) Main G«

Stock Rail

13 Bend
SY R

14 Condition
®Y R

Bolts

15 Loose Q NA
16 Missing__©___ N/A

Rivets (Huck Bolts)
17 Loose__ o N/A
18 Missing_ © N/A

‘7 Cotter Pins missing___©
—JJam Nuts Loose o
21 Washers QK> Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

N/A
N/A

31 Closure
@Y R N/A
32 Surface of Switch
Y R N/A
sing a 62' cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

YR

34 Switch Adjustments

Yes
35 Lubrication

Dry

36 Switch Target / Lamp;

OK Missing ,@3
37 Latches

Broken____Missing____

38 Locks

? Broken___ Missing____
39 General Condition

YR
40 Insulated Joints

&Y R



Frog Inspection Report / Semi-Annual

Page 2 of 3

WO #

Mainline 1 2 Yard

Date: Inspection Crew:
1 Location

2 Switch I.D. #

3 Facing _ x Trailing
44FrogTread N (YR
R YR
45 Frog# __(o @
46 Frog Point Condition
YR
47 Condition of Frog
SYR
48 Surface of Frog

@YR

49 Throat in Inches__3 Y+
50 Flangeway Depth____ 2
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track___ S6 Vg
Turnout Track___ St ¥«
Gage must not be less than 56" for any Class

Guard Rails
53 Guard Rail Gage N__S42 R_SY¥ %
Guard Rail Gage must be |ess than 54 3/8"
54 BacktoBack N__S2Vy¢ R 32%
Back to Back must be less than 53 1/8"
54 Condition
EYR
55 Lqcation of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
56 Main Track
®YR N/A

57 Turnout Track
YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

“*ore than 57" to 57 1/4" downgrade to

_«)ass 2andgetsayY

Remarks on page 3

Turnout Ties

58 Condition
@ YR
59 Rail Movement
YR
Tie Plates
60 Lead
YR
61Gurad Rail Flan9eway
(SYR N_L"% R 2
Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR

63 Frog Plates

(SY R
Bolts
64 Loose yh) N/A
65 Missing 2 N/A
Rivets (Huck)
66 Loose 0 N/A
67 Missing (0] N/A
68 Nuts Missing © N/A
69 Cotter Pins Missing ) N/A
70 Washers Broken Missing

71 Hold Down Devices
Y R N/A
72 Spring Housing
SYR
73 Derails

SYR@

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

' beyond last long tie
Difference
75 é)ndition of Line thru entire turnout
YR




Remarks Page 3 of 3

Switch Date: WO #

No De TED

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: Date:




Switch Inspection Report / Semi-Annual

Yard

Mainling 12

Page 1 of 3

WO# /(635¢84

te: q / Z3 / /¥
1 Location LUARLEA, &)
2 Switch I.D. # 756 B
3 Facing Trailing X
Ralil Points

4 Point to Point 5 2%
5 Point Condition
Y R
6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

e R_A

7 Point Opening
N__4%
8 Fit
YR
9 General Condition of the Points
QYR
Gage .
10 Heel of Switch
a) Main__3p %
<) Turnout__ ¢/ 4
‘Gage ahead of Bend_-5L %
Must not be less than 56" or more than 57" for "S"

R 4%

12 Heel Spread in Inches
a) Tumnout__{> Y%

a)Main__ & 2

Stock Rail

13 Bend
&YR

14 Condition

S YR

Bolts
15 Loose o N/A
16 Missing__© N/A

Rivets (Huck Bolts)
17 Loose © N/A

18 Missing__ 0 N/A

19 Cotter Pins missing___ ¢ N/A

N/A
Missing

77 Jam Nuts Loose o
Washers 0)52 Broken

Remarks on Page 3
JBW/MWEM Mod. 09-15-08

Inspection Crew 73—‘@«/&&2{ A/ﬁﬁym/;j M .«ﬂ/a‘mm’: A/ Gace

22 Standard Joints
® Y R NA
23 Switch Plates
Y R N/A
24 Adjustable Braces

A
25 Non-Adjustable Braces
SYR t@

Switch Rods
26 Front Rod
@)Y R NA
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
Y R N/A
29 #3 Rod
Y R N/A
30 #4 Rod
S YR WA)
31 Closure Rai
S Y R NA
32 Surface of Switch
y Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties

8YR
34 Switch Adjustments
Yes qa
35 Lubrication
Dry
36 Switch Target / Lamps
OK Missing A
37 Latches
I Broken___Missing
38 Locks
©K Broken__Missing
39 General Condition
8JY R
40 Insulated Joints
(% YR



Frog Inspection Report/ Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

WO #

‘te: Inspection Crew:

1 Location

2 Switch I1.D. #

3 Facing Trailing

44 Frog Tread N YR
R g YR

45Frog#_ @

46 Frog Point Condition

©YR
47 Condition of Frog

49 Throat in Inches____ 3 '75{
50 Flangeway Depth____/ ‘¥,
Flangeway Depth must not be less than 1 1/2"

Gage "
51 Main Track  SC7¥

52 Turnout Track__ 5072
Gage must not be less than 56" for any Class

Guard Rails e 5
53 Guard Rail Gage N_aJ% % R _su¢ e
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N_St'%. R 3Sa¥%
Back to Back must be less than 53 1/8"
54 Condition
®DYR
55 Location of Guard Rail (Relation to Point)
8 YR
Guard Rail Clamps
56 Main Track
S YR N/A
57 Turnout Track
©YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
- (Class2andgetsaY = = =

Remarks on page 3

Turnout Ties

58 Condition

©YR
59 Rail Movement

YR

Tie Plates
60 Lead

S)Y R
61Gurad Rail Flangeway

®GYR N_'% R /'Yy

 Guard Rail Flangeway can not be less 1 1/2"
62 Guard Rail Plates

®YR
63 Frog Plates

YR

Bolts

64 Loose ) N/A
65 Missing % N/A
Rivets (Huck)

66 Loose o N/A
67 Missing @ N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing P> N/A
70 Washers@ Broken Missing

71 Hold Down Devices
©Y R NA

72 Spring Housing
S Y RNNA

73 Derailsw)
S YRR

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
§0' beyond last long tie

@ Difference

75. Condition of Line thru entire turnout




Remarks

Switch Date WO #

/8 (gos« .If,prm Jﬂrkﬁ

Page 3 of 3

/13 Timger Rorrey

All rules comply with the MTA Field Guide for Track Inspections updated April 2006

All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service
Reviewed by: MMQ Date:




Switch Inspection Report / Semi-Annual

Yard

Wi’ 1 2

Page 1 of 3

WO # hﬁ Sueg2

o G
1 Location w f&’g’ )
2 Switch I.D. # 7598

3 Facing Trailing ¥

Rail Points
4 Point to Point
5 Point Condition
®YR
6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

- TR Joe
N = Vi, R F 5

st7L

7 Point Opening
N_ 47 R
8 Fit
SYR
9 General Condition of the Points
®YR
Gage
10 Heel of Switch
a) Main__5(."2
~\ Turnout__3¢.,%
Gage ahead of Bend__3¢ ‘2.
Must not be less than 56" or more than 57" for "S"

+%

12 Heel Spread in Inches

a) Turmout__ %%

a)Main___ (%

Stock Rail
13 Bend

YR

14 Condition

(SYR

Bolts

15 Loose__g N/A
16 Missing__ O N/A

Rivets (Huck Bolts)
17 Loose Q N/A

18 Missing___ o N/A
19 Cotter Pins missing o NA

22 Standard Joints
&Y R N/A

23 Switch Plates
€Y R N/A

24 Adjustable Braces
@Y R NA

25 Non-Adjustable Braces

SYR @

Switch Rods
26 Front Rod
@Y R NA
27 #1 Rod (Basket Rod)
@Y R N/A
28 #2 Rod
®Y R N/A
29 #3 Rod
Y R N/A
30 #4 Rod
SYR
31 Closure Rail
@ YRNA
32 Surface of Switch
Y R NA
Using a 62" cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties

YR
34 Switch Adjustments
Yes qy
35 Lubricafion
Dry
36 Switch Target / Lamps
OK Missing qA
37 Latches
Broken___Missing
38 Locks

Broken___Missing___

39 General Condition

2" Jam Nuts Loese o NA
Nashers (O Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

@Y R
40 Insulated Joints
Gy R

Inspection CrewT@J}s&g;w/ 5%&?;[;‘7},‘/4 //5(_’/1//4{ /(/ GCALE



Frog Inspection Report / Semi-Annual

Page 2 of 3

WO #

Mainline 1 2 Yard
te: Inspection Crew:
1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N >Y R
R YR

4A5Frog#__ @
46 Frog Point Condition
®Y R
47 Gondition of Frog
(SYR
48 Suiface
R

Y

of Fro

49 Throatin Inches___ 3%
50 Flangeway Depth____ /%
Flangeway Depth must not be less than 1 1/2"

Gage .
51 Main Track S

52 Turnout Track__ 5t ¥
Gage must not be less than 56" for any Class

Guard Rails o ,
53 Guard Rail Gage N_3% ¥+ R s« %o
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__52% R s52%
Back to Back must be less than 53 1/8"
54 Condition
(SYR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
Y R N/A
57 Turnout Track
®YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service

Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to -

Turnout Ties

58 Condition
s YR
59 Rail Movement
®YR
Tie Plates
60 |ead
YR
61Gurad Rail Flangeway _
@YR N_Vv_ R 'Y
Guard Raii Fiangeway can not be iess 1 1/2"
62 Guard Rail Plates
®YR

63 Frog Plates
®Y R

Bolts

64 Loose b N/A
65 Missing 0 N/A
Rivets (Huck)

66 Loose (9] N/A
67 Missing ) N/A
68 Nuts Missing (@) N/A

70 Washers (OK/Broken Missing

69 Cotter Pins<§i>ssing Q N/A

71 Hold Down Devices

(®Y R NA

72 Spring Housing
SYRNA

73 Derails —_
SYR N{{\,

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

Difference

75 Condition of Line thru entire turnout
S)Y R

- Class2andgetsaY

Remarks on page 3

N



Remarks Page 3 of 3

Switch Date WO #
i Revren 9 '
1 RoTréa /o
{ Re TTEQD i |,

[3’ Lo il 22’

[ LopsE Froe Bodd

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

REVISEE O /{ /}Vﬁ)‘/ éﬁ Date: ?V Zé =1 5[




Switch Inspection Report / Semi-Annual Page 1 of 3
(Maintine) 1 2 Yard WO# /43508l

ate: ‘7"/1%4 Inspection Crew / <
1 Location JEXHS - N 22 Standard Joints
2 Switch L.D. # 223 ©Y R NA
3 Facing Trailing ¥, 23 Switch Plates

® Y RNA

Rail Points 24 Adjustable Braces
4 Point to Point 37 %/ S Y R NA
5 Point Condition 25 Non-Adjustable Braces

©Y R S Y REA

6 Point Throw Nothing less than 4" or greater than 5"
s Min 3 1/2 " on house top point protector Switch Rods

N___ 4% R 26 Front Rod
7 Point Opening ®Y R NA
N 9 R 27 #1 Rod (Basket Rod)
8 Fit ©Y R NA
®YR 28 #2 Rod
9 General Condition of the Points )Y R N/A
YR 29 #3 Rod
Gage @Y R NA
10 Heel of Switch 30 #4 Rod
a) Main___ 3¢ AR Y RWA
) Turnout__ S % 31 Closure Rail
11 Gage ahead of Bend___ $4.%,, S Y RNA
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
@& Y RNA
12 Heel Spread in Inches Using a 62' cord
a) Turnout 6 o S= Up to 1" Max allowed Speed
a) Main___s5&% (%, Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
YR ®YR
14 Condition 34 Switch Adjustments
@YR Yes (No
35 Lubrication
Bolts OK
15 Loose___ g N/A 36 Switch Target / Lamps
16 Missing_p ___ N/A OK Missing___/RiA)
37 Latches
Rivets (Huck Bolts) ©K Broken__Missing
17 Loose i) N/A 38 Locks
18 Missing__¢ N/A K Broken___Missing
19 Cotter Pins missing___ ¢ N/A ) 39 General Condition
Jam Nuts Loose Q NA )Y R
21 Washers @ Broken Missing 40 Insulated Joints

@YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
ate: Inspection Crew:
1 Location Turnout Ties
2 Switch I.D. # 58 Condition
3 Facing Trailing CSS YR
44FrogTread N (O YR 59 Rail Movement
R @ YR Y R
45Frog#__ ® Tie Plates
46 Frog Point Condition 60 Lead
BYR ®YR
47 Condition of Frog 61Gurad Rail Flangeway
AYR CE\vn N 2 N2
= LR w ) mn 1 [l ™
48 Surface of Frog Guard Rail Flangeway can not be less 1 1/2"

CG)YR

49 Throat in Inches__ J %
50 Flangeway Depth____/ *¥%.
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track St/

" Turnout Track__3¢%
‘Gage must not be less than 56" for any Class

Guard Rails
53 Guard Rail Gage N__~x«% R gq?/f;_,
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__ 527 R_S2%.
Back to Back must be less than 53 1/8"
54 Condition
®YR
55 Location of Guard Rail (Relation to Point)
@YR
Guard Rail Clamps
56 Main Track
@YR N/A
57 Turnout Track
®YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Qut of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

1Iss2andgetsay
Remarks on page 3

62 Guard Rail Plates
®YR
63 Frog Plates

@YR

Bolts
64 Loose &) N/A
65 Missing (%) N/A
Rivets {Huck)
66 Loose £ N/A
67 Missing 2 N/A
68 Nuts Missing o N/A
69 Cotter Pins Missing o N/A
70 Washers @ Broken Missing_____
71 Hold Down Devices

@Y R NA
72 Spring Housing

S Y R(NA
73 Derails ™

SYR@Z\)

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

0" beyond last long tie
@) Difference

75 éondition of Line thru entire turnout
YR



Remarks Page 3 of 3

Switch Date WO #

O Fockin + Claped  TurRNovT J10¢

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

/M/%/b e 22 1Y




Switch Inspection Report / Seml-Annual

Mainline 1 2 Yard

Wo# /643240

Page 1 of 3

" te: ?/A5/ j o Inspection CrewTée,vg“:g é'/'%’ﬂl(T y/i /I&‘Jf//\;fd GALE

1 Location /mﬁ_ N

2 Switch I.D. # 7/3 1A

3 Facing Trailing ;g
Rail Points

4 Point to Point 57 /%
5 Point Condition
Y R.

6 Point Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N 4%& R #7%

7 Point Openin -7
N i/(” 9 R :—) // G-
8 Fit
YR
9 General Condition of the Points
YR
Gage
10 Heel of Switch
a) Main b(y‘%@

a) Turnout QQ a

3age ahead of Bend S bq/u

mMust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Tumout__ 6%
a)Main_ /s

Stock Rail
13 Bend

P YR
14 Condition

OYR

Bolts
15 Loose O NA

16 Missing__ ¢ N/A
Rivets (Huck Bolts)

17 Loose © _ NA
18 Missing 9 NIA
19 Cotter Pins missing g? N/A

22 Standard Joints
Y R NA
23 Switch Plates
Y R NA
24 Adjustable Braces
@)Y R N/A
25 Non-Adjustable Braces

SYRK
Switch Rodg

28 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
Y R NA
28¥%2 Rod
Y R NA
29#3 Rod
§ Y R N/A
30,#4 Rod
Y R NA
31 Closure Rail
@Y R NA
32 Surface of Switch
@YRNA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=1 1/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
®YR
34 Switch Adjustments
Yes
35 Lubrication
Dry
36 Switch Target / Lamps
OK Missing
37 Latches
@K> Broken__ Missing___
38 Lacks
Broken___Missing___
39 General Condition

20 Jam Nuts Loose N/A

q ‘lashers@ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

YR
40 Insulated Joints
(YR



Frog Inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3

WO #

~ate: Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N 8 YR
R YR
45 Frog#__ 10
48 Frog Point Condition
(OYR
47 Condition of Frog
S YR
48 Surface of Frog
(SYR

49 Throat in Inches____ 3%
50 Flangeway Depth 1
Flangeway Depth must not be less than 1 1/2"

Gage v .
51 Main Track @:76
52 Turnout Track__ 5.4

Gage must not be less than 56" for any Class

Guard Rails -~
53 Guard Rail Gage N_S%4°% R sv 5

Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__S2%. R 52%
Back to Back must be less than 53 1/8"

54 Condition
YR
55 Location of Guard Rail (Relation to Point)
SYR
Guard Rall Clamps
56 Main Track
YR N/A
57 Turnout Track
@ Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Ties
58 Condition
YR

59 Rail Movement
YR
Tle Plates

60 Lead
YR
61Gurad Rail Flangeway
YR N__i% R /%

Cuard Rall Flangeway can not be iess 1 1/2°
62 Guard Rail Plates
YR

63 Frog Plates

@ YR
Bolts
64 Loose © N/A
65 Missing o N/A
Rivets (Huck)
66 Loose & N/A
67 Missing 8) N/A
68 Nuts Missing < N/A

69 Cotter Pins Missing & N/A
70 Washers @ Broken Missing

71 Hold Down Devices
Y R NA
72 Spring Housing
SYR
73 Derails “—
SYR

74 Maximum difference In any 31' in Cross
Level on the siding from the F rog Point to
50’ beyond last long tie

OK)  Difference

75 Condition of Line thru entire turnout

SYR

Class Zandgetsa Y
Remarks on page 3




Remarks Page 3 of 3

Switch Date WO #

No M Dsrscrs NeTed

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required gr Out of Service
Reviewed by: /%' ) TS Date: (? d Zé - / é/
. -k




Switch Inspection Report / Semi-Annual

Mainline™y 1 2 Yard

WO# /Jco432¢1

Page 1 of 3

/ 7
- te: 6?./435,//# Inspection CreWﬁm (SLEE, ﬁ,f"’gg;im’?j A //a’ﬂ.w’:. AN G

A /
1 Location EAKS — Kl
2 Switch 1.D. # T 744

3 Facing Trailing X

Rall Points .
4 Pointto Point S2.%¢

5 Point Condition
§YR

6 Point Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2 " on house top polnt protector

N a4 __R_“#
7 Point Openlng 8
N__ A% R__+%
8 Fit
YR

seneral Condition of the Points

(g Y R

10 Heel of Switch

a) Main__35%%

a) Turnout_ St |
Gage ahead of Bend__Sl, /2

Must not be less than 58" or more than 57" for "S"

12 Heel Spread i in Inches

a) Tumout__& 7
a) Main b 2

22 Standard Joints
@Y R N/A
23 Switch Plates
@Y R NA
24 Adjustable Braces
Y R N/A

25 Non-Adjust ble Braces
SYR

Switch Rod
268 Front Rod

&)Y R NA
27 #1 Rod (Basket Rod)
DY R N/A
28 #2 Rod
Y R N/A
29 #3 Rod
()Y R N/A
30 #4 Rod
Y R NA
31 Closure Rail
®YRNA
32 Surface of Switch
®Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH

Stock Ralil Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
BYR QYR
14 Condition 34 Switch Adjustments
QYR Yes
35 Lubrication
Bolts OK
15 Loose 0 NA 36 Switch Target / Lamps
16 Missing__ 0 __N/A OK Missing____(UA
37 Latches
Rivets (Huck Bolts) Broken___Missing____
17 Loose S__NA 38 Locks
18 Missing S NA Broken___Missing____
19 Cotter Pins missing o NA 39 General Condition
20 Jam Nuts Loose S NA @ YR
Nashers @ Broken Missing 40 Insulated Joints
3FYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3

WO #

Nate: Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N YR
R YR
45Frog#__ %
46 Frog Point Condition
YR
47 Condition of Frog
QYR
48 Surface of Frog
JYR

49 Throat in Inches___ 3 %
50 Flangeway Depth Lt
Flangeway Depth must not be less than 1 1/2"

Gage _
51 Main Track__ 350 /2
52 Tumout Track___X>"/4_

Gage must not be less than 56" for any Class

Guard Ralls 4
53 Guard Rail Gage N_5%%  R__§¢%
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_52"2 R_3S)%
Back to Back must be less than 53 1/8"
54 Condition
®AYR
55 éocation of Guard Rail (Relation to Point)
YR

Guard Rall Clamps

56 Main Track
YR N/A
57 Tumout Track
® YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Ties
58 Condition
(YR

59 Rail Movement

S'YR
Tie Plates
60 Lead

= Y R
61Gurad Rail Flangeway

YR N_Z R Z-
Guard Rall Flangeway can not hs lass 1 4/2"

62 Guard Rail Plates

SYR
63 Frog Plates
®YR

Bolts

64 Loose (o] N/A
65 Missing o N/A
Rivets (Huck)

66 Loose D) N/A
67 Missing o N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing O __NA
70 Washers @ Broken Missing_____
71 Hold Down Devices
§Y R N/A
72 Spring Housing
SYR
73 Derails

SYRE@

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to

" beyond last long tie
Difference

75 Condition of Line thru entire turnout
AYR
-~

- Class 2 and getsayY
kedarks on page 3




Remarks Page 3 of 3

Switch Date WO #

S G Tirczers Bogies

L ﬂ_ /"{ ¥ Ll
2 —ye “
)] — 18" -
L - gy g

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

L}

R Immediate attention re ?or Out of Service
‘-/ "
Reviewed by: M 044{4::;/‘ Date: ? Zé / §
’ /




Switch Inspection Report / Semi-Annual Page 1 of 3
@Im\, 1 2 Yard WO# /i4324;
______,.a/
| L .
~te: 230 [ 14 Inspection Crew | S¢2jy/5.£R, M ALCHIN B PA N USEA
1 Location Lition) i ¢ f 22 Standard Joints
2 Switch I.D. # - Y R N/A
3 Facing h Trailing 23 Switch Plates
©Y R NA
Rall Points 24 Adjustable Braces
4 Point to Point S/ %4 Y R NA
5 Point Condition 25 Non-Adjustable Braces
Y R, SYREA

6 Point Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N 4% R 4%,
7 Point Opening
NS R 5
8 Fit
YR
eneral Condition of the Points
@Y R
Gage .
10 Heel of Switch
a) Main__2¢ Y,
a) Turnout__ Y71 _
Bage ahead of Bend__ 3%

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

Switch Rodg

mommd B ol
26 FI vl Ny

SY R NA
27 #1 Rod (Basket Rod)
©YRNA
28 #2 Rod
@ Y R NA
29 #3 Rod
®Y R NA
30 #4 Rod
Y R NA
31 Closure Rail
Y R N/A
32 Surface of Switch
)Y R N/A
sing a 62' cord

a) Tumout___b*% $= Up to 1" Max allowed Speed
a) Main Y% Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
©®YR YR
14 Condition 34 Switch Adjustments
©YR Yes ¢
35 Lubrication
Bolts @ Dry
15 Loose 8 NA 36 Switch Target / Lamps
16 Missing__ O N/A OK Missing [
37 Latches
Rivets (Huck Bolts) Broken__ Missing____
17 Loose g NA 38 Locks
18 Missing S NA Broken___Missing___
19 Cotter Pins missing___ = N/A 39 General Condition
20 Jam Nuts Loose ,g N/A QYR
' Nashers @/ Broken Missing 40 Insulated Joints
'Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
Nate: Inspection Crew:
1 Location Turnout Ties
2 Switch I.D. # 58 Condition
3 Facing Trailing ®YR
44 Frog Tread N YR 59 Rail Movement

R YR YR
45Frog#__ 10 Tie Plates
46(§rog Pomt Condition 60 Lead

YR
47 Condition of Frog 61Gurad Rail Flangeway 7
SYR YR N_{% R_14

48 Surface of Frog Suard Rall Flangeway can not be iess § 1/2*

&YR

49 Throat in Inches__.3 %+
50 Flangeway Depth -
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track____ S0%
52 Tumout Track___S¢ "/,
Gage must not be less than 56" for any Class

Guard Ralls
53 Guard Rail Gage N_3%”72 R _S4%,

Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N__S2z'% R 523/,
Back to Back must be less than 53 1/8"

54 Condition
)Y R
55 Location of Guard Rail (Relation to Point)
YR

Guard Rail Clamps
56 Main Track

QYR N/A
57 Turnout Track
g YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

62 Guard Rail Plates
YR
63 Frog Plates
@ YR

Boits

64 Loose (3] N/A
65 Missing o N/A
Rivets (Huck)

66 Loose 5 N/A
67 Missing Q N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing A N/A
70 Washer&@ Broken Missing

71 Hold Down Devices
(S\ Y R NA
72 Spring Housing
S Y R(N
73 Derails’

S Y RGA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

Difference

75 /gondition of Line thru entire turnout
YR

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y :

Rvsf%arks on page 3

L




Remarks Page 3 of 3

'Switch Date WO #

—leaves v Sw Rior Aesa —~ Fioe Hazzaen

Toumr Jus  STapTime  Ta Ger BATTER2EQ

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: \‘M t“\_’e; 1\%:3c‘; Date: \B\'\ ~ \(_Q




Switch Inspection Report / Semi-Annual

12 Heel Spread in Inches

Page 1 of 3«

@ﬁl_nll_n:;) 1 2 Yard WO# /(og 5000
~ te: ‘?’/ 30//4 Inspection Crew | SCH iSL(’ER; MALCH !N", B /%M’b‘&‘:; KA
1 Location JEMs- N 22 Standard Joints
2 Switch 1.D. # Zil =13 @Y R NA
3 Facing X Trailing 23 Switch Plates

@Y R NA
Rall Points _ 24 Adjustable Braces
4 Point to Point 57/ % Y R N/A
5 Point Condition 25 Non-Adjustable Braces
®YR SYR®EM
6 Point Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2 " on house top point protector Switch Rods
N__«4% R 4% 28 Front Rod
7 Point Opening ., ©Y R NA
N__S" R S % 27 #1 Rod (Basket Rod)
8 Fit Y R N/A
SKR 28'#2 Rod
9 General Condition of the Points Y R N/A
S)YR 29%3 Rod
Gage . @ Y R N/A
10 Heel of Swntch 30 #4 Rod
a) Main___5% 72 S)Y R N/A
a) Turnout_JZ, /« 31 Closure Rail
3age ahead of Bend__9[. /3 ®Y R NA
must not be less than 56" or more than 57" for "S" 32 Surface of Switch
SYRNA

Using a 62' cord

a) Tumout___£ % S= Up to 1" Max allowed Speed
a)Main_ & /% Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4” 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
@ YR YR
14 _Condition 34 Switch Adjustments
YR Yes l%@
35 Lubrication
Boits OK '
15Loose__ o N/A 36 Switch Target / Lamps
18 Missing__ 0 N/A OK Missing____(
37 Latches
Rivets (Huck Boits) Broken___Missing____
17 Loose 2 N/A 38 Locks
18 Missing__,  N/A (OB Broken___Missing___
19 Cotter Pins missing__¢> __N/A 39 General Condition
20 Jam Nuts Loose Q N/A DY R
¢ lashers Q_/Ko) Broken Missing 40€§sulated Joints
Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

WO #

Page 2 of 3

Mainline 1 2 Yard

Fate: Inspection Crew:
1 Location

2 Switch I.D. #

3 Facing 2 Trailing
44 Frog Tread N YR
R YR
45 Frog#_ /5
46 Frog Point Condition
®Y R
47 Condition of Frog
®YR
48 Surface of Frog

CS)YR

49 Throatin Inches__ 7 7%
50 Flangeway Depth K7
Flangeway Depth must not be less than 1 1/2"

Gage ‘
51 Main Track___ 32 %
52 Tumnout Track_32 %
Gage must not be less than 56" for any Class

Guard Ralls - "

53 Guard Rail Gage N__ 2% 2 R 5¢ Y.
Guard Rail Gage must be less than 54 3/8"

54 BacktoBack N__ 32 R 51%,
Back to Back must be less than 53 1/8"

54 Condition
&YR

55 Location of Guard Rail (Relation to Point)
YR

Guard Rall Clamps

56 Main Track

7§ YR N/A
57 Turnout Track

€Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Ties
58 Condition
YR
59 Rail Movement
YR
Tle Plates
60 Lead
YR
61Gurad Rail Flangeway
YR N_/% R
Guard Rall Flangsway
62 Guard Rail Plates
@ YR
63 Frog Plates
®YR

Ys

/
can ot be less 1 1

Bolts

64 Loose Q N/A
65 Missing © N/A
Rivets (Huck)

66 Loose (<) N/A
67 Missing o N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing a_ NIA
70 Washers @ Broken Missing

71 Hold Down Devices
€)Y R NA

72 Spring Housing
SYR

73 Derails

S YR K/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

Difference

75 Condition of Line thru entire turnout

SYR

Class Zand getsa Y
Re.n)arks on page 3




Remarks Page 3 of 3

Switch Date WO #

Af:.‘ A/ﬂ;.’) /.)6}’.{:-‘7( Lo TEd

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: \\5\ J&i\ N\%& Date: \6 == \LQ




4

Switch Inspection Report / Semi-Annual

Page 1 of 3

Mainline, 1 2 Yard WO# 1(A3232
" fe: 9 30/14 Inspection CrGWTf_‘;zmsiw_. M ALeHin, B N VEKA
1 Location Téxns— J 22 Standard Joints
2 Switch I.D. # (2% ) Y R N/A
3 Facing X Trailing 23 Switch Plates
Y R NA

Rall Points 24 Adjustable Braces
4 Point to Point_&7) /4 ®YRNA
5 Point Condition 25 Non-Adjustable Braces

©YR , SYR r@
6 Point Throw Nothing less than 4" or greater than 5" :

Min 3 1/2 " on house top point protector Switch Rods

N 4% R___< %,

7 Point Opening =
N__ S R >

8 Fit

ASYR
9 general Condition of the Points

YR

Gage

10 Heel of Switch
a) Main_ 3075
a) Turnout_ > 72
Gage ahead of Bend__3(.%
Must not be less than 56" or more than 57" for"s"

12 Heel Spread in Inches
a) Tumout__ & %4
a)Main____ %

Stock Rail
13 Bend

YR

14 Condition
OYR

Bolts

15 Loose___ 4 N/A
16 Missing_ N/A

Rivets (Huck Bolts)

17 Loose £ N/A
18 Missing___ & N/A

el
28 Front Rod

Y R N/A
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
Y R N/A
30%4 Rod
Y R N/A
31 Closure Rail
Y R N/A
32\Surface of Switch
Y R N/A

sing a 62' cord

S= Up to 1" Max allowed Speed

Y= 1" to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

YR

34 Switch Adjustments

Yes @
35 L/ubri ion
@ oy
36 Switch Target / Lamps._
OK Missing gg@
37 Latches -
@ Broken___Missing___

38 Locks
OX Broken___Missing___

19 Cotter Pins missing__ o N/A 39 General Condition
20 Jam Nuts Loose___ O N/A ®YR
Washers Broken Missing 40 Insulated Joints

Remarks on Page 3

JBW/WEM Mod. 09-15-08

(PY R



Frog Inspection Report / Seml-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
T1te: Inspection Crew:

1 Location Turnout Tles

2 Switch I.D. # 58 Condition

3 Facing ¥ Trailing
44 Frog Tread N ®YR
R SYR
45 Frog#__io
46 Frog Point Condition
R
47 Condition of Frog
OYR
48 Surface of Frog

@ YR

49 Throat in Inches___.3 %
50 Flangeway Depth 2
Flangeway Depth must not be less than 1 1/2"

Gage ‘
51 Main Track__ St %,
52 Turnout Track__ S{- ‘i1
Gage must not be less than 56" for any Class

Guard Rails _

53 Guard Rail Gage N_SY %« R S$¢'7c
Guard Rail Gage must be less than 54 3/8"

54 BacktoBack N__S2/p R _22'Y,
Back to Back must be less than 53 1/8"

54 Condition
OYR

55 Location of Guard Rail (Relation to Point)

YR

Gu‘?d Rail Clamps
56 Main Track

Y R N/A
57 Turnout Track
YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

BYR
59 Rail Movement
YR
Tie Plates
60 Lead
YR
61Gurad Rail Flangeway

YR N_{(™ R

Cuard Rall Flangeway can not be iess i /2~

62 Guard Rail Plates

YR
83 Frog Plates
gl

Bolts

64 Loose _© N/A
65 Missing o N/A
Rivets (Huck)

66 Loose (9) N/A
67 Missing ) N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing Q N/A
70 Washers @ Broken Missing

71 Hold Down Devices
§YR NA

72 Spring Housing
S Y RNA>

73 Derails __
S YR @A

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50' beyond last long tie
Difference

75 Condition of Line thru entire turnout

§YR

Class 2andgetsa Y
kemarks on page 3




Remarks Page 3 of 3

'Switch Date WO #

Parr@ Beoe oot (.\:T‘Mt‘l"ﬁ\h}

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: '% ;&};}éﬁ:ﬁ Date: lO ~ | - (“P




Switch inspection Report / Semi-Annual

Yard

Ctainine)_1 2

WO# /643254

Page 1 of 3

T te: G?/éc’/ (4

1 Loc;ation .
SFacng Tl
Rail Points

4 Point to Point
5 Point Condition
SYR _ .
6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector
N__ 4% R__4+%
7 Point Opening ,
N -2 Ve R é /e
8 Fit
®YR
9 General Condition of the Points
OYR
Gage .
10 Heel of Switch
a) Main_y }72—-
a) Turnout__ 3.7
/Gage ahead of Bend___ S, Y-
Must not be less than 56" or more than 57" for "S"

51 Y

12 Heel Spread in Iflches
a) Turnout___ (- %
a)Main___ (/4%

Stock Rail
13 Bend

SYR

14 C_:ondition
@ YR
Bolts

15 Loose___ ¢ N/A
16 Missing__p N/A

Rivets (Huck Bolts)

Inspection Crew / <> i{iSiER M ALCHIN. B ,%M Vaks

22 Standard Joints
Y R N/A
23 Switch Plates
®Y R NA
24 Adjustable Braces
Y R N/A
25 Non-Adjustable Braces

S Y RENA

Switch Rodg
28 Front Rod
S)Y R N/A
27 #1 Rod (Basket Rod)
E)Y R N/A
28 #2 Rod
Y R N/A
29 #3 Rod
@ Y R N/A
30 #4 Rod
Y R NA
31 Closure Rail
Y R NA
32 Surface of Switch
)Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes
35 Lubrication
Dry
36 Switch Target / Lamps
OK

Missing GEIA )
37 Latches '

Broken___Missing___

17 Loose 0 N/A 38 Locks
18 Missing___p» N/A Broken___Missing___
19 Cotter Pins missing__ N/A 39 General Condition
20 Jam Nuts Loose o) N/A YR
Nasher@ Broken Missing 40 @sulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Page 2 of 3

Malnline 1 2 Yard WO #
Nate: Inspection Crew:
1 Location Turnout Tles
2 Switch I.D. # 58 Condition
3 Facing Trailing ®YR
44 Frog Tread N SYR 59 Rail Movement
R SYR YR
45 Frog# _(© Tle Plates
46 Frog Point Condition 60 Lead
®YR &YR
47 Condition of Frog 61Gurad Rail Flangeway .
QYR ®YR N_J7 R /%
48 Surface of Frog Guard Rall Flangeway can not be less 1 172"
®YR 62 Guard Rail Plates
. O YR
49 Throat in Inches___ = 74 63 Frog Plates
50 Flangeway Depth L ®YR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage < 1y 64 Loose (&) N/A
51 Main Track oL L 65 Missing o N/A
52 Turnout Track__ 52> /v
Gage must not be less than 56" for any Class Rivets (Huck)
66 Loose & N/A
Guard Rails e 67 Missing re) N/A
53 Guard Rail Gage N__S% ‘%2 R 5% g, 68 Nuts Missing 0 N/A

Guard Rail Gage must be less than 54 3/8™
54 BacktoBack N_S52 e R_5z Y,
Back to Back must be less than 53 1/8"
54 Condition
®Y R
55 égcation of Guard Rail (Relation to Point)
YR

Guard Rall Clamps
56 Main Track

@Y R N/A
57 Turmout Track
YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

69 Cotter Pins Missing ) N/A

70 Washers @ Broken Missing

71 Hold Down Devices
Y R NA

72 Spring Housing
SYRW®N

73 Derails

S YR @A)

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

“OR  Difference

75 Condition of Line thru entire turnout

QYR

Class 2 and getsayY
R\,.t)rarks on page 3




Remarks Page 3 of 3

'Switch Date WO #

Ao A/Aua 7)(;1—’E(’7‘<.; Aé?Eﬂ

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ﬂ/ ( gﬁ“}ﬂém pate: ~_\Q-{ ~ \(-(’




Switch Inspection Report / Semi-Annual

Yard

Page 10of 3

wo# /(43272

(Mainline) 1 2
———

“ate: P/ 30A4 Inspection Crew
1 Location Texas =S
2 Switch I1.D. # G998 -3
3 Facing Trailing x
Rall Points

4 Point to Point
5 Point Condition
SYR, .
6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

Yi

N 4_"'/g R P | -7/9‘
7 Point Opening =

N 5% R 2%
8 Fit

§SYR
9 General Condition of the Points

YR

Gage .
10 Heel of Switch

a) Main__3% ¥y,

a) Turnout__S¢,¥x ’

‘Gage ahead of Bend__.3¢%

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

22 Standard Joints
(’S)Y R N/A

23 Switch Plates

'Y R N/A

24 Adjustable Braces
@Y R NA

25 Non-Adjustable Braces
SYREA

Switch Rods

28 Front Rod
YR NA
27 #1 Rod (Basket Rod)
€ YR NA
28 #2 Rod
(@Y RNA
29 #3 Rod
®Y RNA
30 #4 Rod
Y R NA
31 Closure Rail
©Y R NA
32 Surface of Switch
S YR NA
Using a 62' cord

a) Tumout__ (/4 S= Up to 1" Max allowed Speed
a) Main___ 6%/ Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
@ YR S YR
14 Condition 34 Switch Adjustments
@Y R Yes
35 Lubrication
Bolts @ Dry
15 Loose o NA 36 Switch Target / Lamps
16 Missing__ © __ N/A OK Missing L
37 Latches
Rivets (Huck Bolts) Broken___ Missing___
17 Loose N/A 38 Locks
18 Missing N/A O Broken__ Missing___
19 Cotter Pins missing__ o N/A 39 General Condition
20 Jam Nuts Loose Q N/A YR
Washers @/ Broken Missing 40 Insulated Joints
| @YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
~ate: Inspection Crew:
1 Location Turnout Ties
2 Switch I.D. # 58 Condition
3 Facing Trailing SYR
44 Frog Tread N YR 59 Rail Movement
R SYR YR
45 Frog# _\© Tie Plates
486 Frog Point Condition 60 Lead
®YR YR
47 Condition of Frog 61Gurad Rail Flangeway
&YR YR N_| %8 R__| "/
48 Surface of Frog Guard Rall Flangoway can not be lesa 1 1/2"
YR 62 Guard Rail Plates
YR
49 Throat in Inches L% 63 Frog Plates
50 Flangeway Depth - S)Y R
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage 64 Loose [5) N/A
51 Main Track A 65 Missing o N/A
52 Tumout Track___S2.3%,
Gage must not be less than 56" for any Class Rivets (Huck)
) 66 Loose o N/A
Guard Ralls , 67 Missing D N/A
53 Guard Rail Gage N_5¢¥® R S4%, 68 Nuts Missing & N/A

Guard Raill Gage must be less than 54 3/8"
54 BacktoBack N_s52%». R S2ZY
Back to Back must be less than 53 1/8"

54 Condition
BYR
55 Location of Guard Rail (Relation to Point)
@Y R
Guard Rail Clamps
56 Main Track
YR N/A
57 Turnout Track
YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

69 Cotter Pins Missing < N/A
70 Washers@ Broken Missing

71 Hold Down Devices
EY R NA

72 Spring Housing
S YR @A

73 Derails

SYR@

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tle

Difference

75 Condition of Line thru entire turnout
YR

Class 2andgetsa Y
Re 1arks on page 3




Remarks Page 3 of 3

‘Switch Date WO #

R Cv RyT— Suvuid

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: /,é%éﬁ;z]—LQ; Date: / 0 -] - ‘LQ




